Tower

Boom Mount

Saddle Clamp

CONNECTION |

CONNECTION |

1/2" x 8" H.D.G. Threaded Rod Used With
Saddle Clamp To Secure Antenna Mounting
Pipe to Boom Mount (Connection 1)

Typical Installation
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/ Antenna Mounting Pipe

f Existing Boom Mount
 ——

STEEL PARTS

ITEM NO. PART NO. DESCRIPTION Qry.

| * CPS125575-50-01 | Saddle Clamp for |-1/4" - 5-3/4" Round Leg 4

2 MP2540X 108 2-1/2" Sch 40 x 108" Long Antenna Mounting Pipe |

HARDWARE

ITEM NO. PART NO. DESCRIPTION Qry.

| TR50X0800G 1/2"x &" H.D.G. Threaded Rod &

2 NUO50G 1/2" H.D.G. Nuts 16

3 WLO50G 1/2" H.D.G. Lockwashers 6

4 WFO50G 1/2" H.D.G. Flatwashers 8

** Flatwashers Are To Be Used At All Sloted Hole Locations Il **

WEIGHT ¢ ENGINEERING INFORMATION

KIT NO.

WEIGHT

(Ibs.) DESCRIPTION

CaAc ( Sq. Ft.)

KSA2540P108-0 |

63.68

2-1/2" 5ch 40 x 108" Long Pipe N/A

KIT USE INFORMATION

1) Tms Kit Is Designed To Be Used With Standard Boom Mounts.

2.) Steel Parts Indicated Above With An "+ " Will Be Packed With The Hardware.
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